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1280 Wall System
Assembly / Operation Instructions

1280-A-AL
Entertainment Cabinet

72"W

1280-D-AL
Bookcase with
Lower Doors

36"W 

1280-E-AL  
Open Bookcase

36"W

1280-J-AL  
Bar Unit
44 1/2"W

1280-L-AL
Corner

Connector

1280-M-AL
Narrow

Bookcase
with

Drawers
22"W

1280-S-AL
Curved End

Open
Bookcase
15 3/4"W 



1280 Wall System
Tools / Parts

1280-A-AL  Entertainment Cabinet:
One: leveling wrench
One: 5mm Allen head wrench
Nine: ¼" - 20 x 17mm Allen head nut
Six: ¼" - 20 x 35mm Allen head bolt
Three: ¼" - 20 x 45mm hex head bolt
Twelve: Brown plastic hole plugs

1280-E-AL  Open Bookcase:
One: leveling wrench
One: 5mm Allen head wrench
Three: ¼" - 20 x 17mm Allen head nut
Three: ¼" - 20 x 45mm Allen head bolt
Twelve: Brown plastic hole plugs

1280-L-AL  Corner Connector:
Three: metal attachment brackets.
Six: ¼" - 20 x 17mm Allen head nut
Six: ¼" - 20 x 40mm Allen head bolt
Six: Spring washer
Six: wood filler blocks
Six: #6 x 1 ½" wood screws
Six flat washers

1280-S-AL Curved End Open 
Bookcase, 15 3/4"W 
One: leveling wrench
One: 5mm Allen head wrench
Three: ¼" - 20 x 17mm Allen head nut
Three: ¼" - 20 x 45mm Allen head bolt

Twelve: Brown plastic hole plugs

Tools Requir ed

Allen wrench (provided)  / Level / Leveling wrench 
Phillips head screw driver 

Parts Enclosed

1280-D-AL  Bookcase with Lower
Doors:
One: leveling wrench
One: 5mm Allen head wrench
Three: ¼" - 20 x 17mm Allen head nut
Three: ¼" - 20 x 45mm Allen head bolt
Twelve: Brown plastic hole plugs

1280-J-AL  Bar Unit:
One: leveling wrench
One: 5mm Allen head wrench
Three: ¼" - 20 x 17mm Allen head nut
Six: ¼" - 20 x 35mm Allen head bolt 
Twelve: Brown plastic hole plugs
Seven: ¼" 20 x 45mm Allen Head Bolt
One: Adjustable Shelf

1280-M-AL  Narr ow Bookcase 
with Drawers, 22"W
One: leveling wrench
One: 5mm Allen head wrench
Three: ¼" - 20 x 17mm Allen head nut
Three: ¼" - 20 x 45mm Allen head bolt
Twelve: Brown plastic hole plugs



Befor e you begin...

Entertainment Cabinet (A)

Unit A is equipped with a surge suppressorand an IR repeater control 
box. It is recommended that the power cords for these devices be 
plugged into a wall outlet prior to placing these cabinets into position
against the wall. 

Note: The IR repeater power/transformer cord is wrapped up with the 
power cord for the surge suppressor

Entertainment Cabinet (A) and Bar Unit (J) 

For easier in-home installation and handling the upper and lower sections 
of these units ship in separate cartonsand must be bolted together
after they are set in place.



SMARTEYE

The “SmartEye” enables Sligh to maintain the design integrity of the cabi-
net without sacrificing appearance for function. 

It is designed to allow remote control of electronic components stored 
behind closed doors. It works with previously purchased universal remotes 
or the standard remote that comes with your electronic component. 

For example: You can adjust the volume or sound track on your DVD  
player by pointing your hand held remote at the signal receiver on the 
face of the cabinet and pressing the appropriate control button on your 
remote. All while you are sitting on your sofa watching the TV screen!  

How it works
The “SmartEye” includes an external signal receiver, internal control box, 
internal signal emitters and a power cord/transformer.

Signal Receiver
Typically located in a cross rail just under 
the top of the cabinet. It receives and 
transmits a signal from your hand held 
remote to a signal emitter located near 
the electronic component storage shelf. 

Simply aim your hand held remote at this 
eyelet. 

Note: 1. A green or red light will appear inside the signal receiver to alert you 
that your command is being transmitted. 

2. This system functions with IR (infrared) remotes only. It does not 
function with RF (radio frequency) remotes. 

3. The “SmartEye” will transmit a signal within 20’ of your hand 
held remote. 

Contr ol Box
Located on the Lower section behind the 
top drawer or under the top surface. Its 
purpose is to be a power source and help
transmit the actual signal from your hand
held remote to the electronic component. 

Signal emitter cords, the signal receiver 
cord and the power cord are all plugged 
into the control box.

Contr ol Box

Signal Receiver

Special Featur es  

HOME ENTERTAINMENT CABINET (A)



Special Featur es...continued

SMARTEYE continued

Power Cor d
It is plugged into the control box when received by the 
customer. The other end includes a “transformer-box 
plug” that is intermingled with the power cor d for the 
surge suppressor. Plug this end into a nearby wall outlet
or an outlet in the surge suppressor prior to placing the 
TV console against the wall. The power cord for the 
surge suppressor must also be plugged into a nearby 
wall outlet to be operable. 

Note: The “SmartEye” will not function unless the power 
cord is correctly plugged in at both ends. Check to be sure 
this is the case prior to attempting operation.

FIVEOUTLETSURGESUPPRESSOR
A five outlet surge suppressor is located behind
the the lower doors. It is recommended that TV
and electronic support component power cords
be plugged into this surge suppressor.  Note:
Plug the surge suppressor power cord into a
nearby wall outlet prior to positioning the cabinet
against the wall. 

Note: Plug the surge suppressor power cord into a nearby 
wall outlet prior to positioning the cabinet against the wall.

MULTI-FLEX MEDIADRAWERS
Removable dividers and stops to allow flexible 
storage alternatives for media storage. 

Power Cor d 

Co-ax Cable

HOME ENTERTAINMENT CABINET (A) continued

Signal Emitters
Small round electronic devices that are located on the face 
of the inside end panels near the component storage 
shelves. Their purpose is to transmit the actual signal to the
sensors located inside your electronic components. 

Note: The face of your electronic component must be 
positioned behind the round signal emitters for the “SmartEye” 
to function. The number of emitters varies depending on the number of storage 
shelves included inside the cabinet. Almost all cabinets have at least two emitters. 
Some cabinets have as many as six emitters.

Signal Emitters



Special Featur es...continued

BAR UNIT (J)

1. The Bar Unit (J) is shipped with a removable 
wine rack behind the left hand lower door.  
If preferred, this wine rack may be removed 
and replaced with a simple adjustable shelf 
that is enclosed with the product. 

Detach the left hand lower door by 
removing the European door hinges that 
are attached to the inside of the end panel 
prior to removing the wine rack. 

Remove the wine rack by simply sliding it 
straight out of the case.

2. A task light is positioned under the upper shelf located behind the upper 
doors. Activate this light by pressing the on/off button located on the face
of the fixture. 

Note: The task light power cord must be plugged into a nearby wall 
outlet to prior to positioning the cabinet against the wall.

3. If necessary, the shelf box and mirrored back panel assembly located 
behind the upper doors may be removed by dislodging the attachment 
bolts which secure it in place. Access these bolts by removing the top 
storage drawers. Remove bolts with the Allen wrench provided.

WIne Rack



Connecting Units T ogether:

Deeper Units: A, J                  Shallow Units: D, E, M and S

1. Align cabinets nearby eachother. Insure that the rear edges are parallel to
one another. 

2. Level each cabinet front to back and side to side. Adjust the level by 
turning the wrench accessed levelers located at four inside corners with 
the leveling wrench provided. Turn clock wise to raise and counter 
clockwise to lower the cabinet.  
Note: The L unit does not include wrench accessed floor levelers. 

3. Insert a 45mm bolt (provided) through the three connecting holes in the 
end panels. Attach a t-nut to the opposite end of the bolt and tighten 
with the Allen head wrench provided.

4. Insert the small brown plastic hole plugs provided into the holes left open 
on end units that don't require a bolt connection.

Bolt

Nut

Allen W rench



Connecting Cabinets Ar ound an Inside Cor ner

SEE DIAGRAM ON NEXT PAGE
Note: The 1280-L-AL Corner Connector is designed to connect units 
around an inside corner. 

1. Position one cabinet in place near the corner of the wall.

2. Level the cabinet front to back and side to side. Adjust the level by 
turning the wrench accessed levelers located at four inside corners with 
the leveling wrench provided. Turn clockwise to raise and counter clock
wise to lower the cabinet.

Note: The Corner Connector (L) does not include wrench accessed floor levelers. 
This unit includes manual levelers which must be adjusted by hand from 
underneath.

3. Locate the top, center and bottom metal brackets enclosed with the 
Corner Connector (L). Insert two lock washers and connecting bolts 
(enclosed) into the appropriate corresponding hole locations in the metal 
brackets. Use the far outside bolt hole locations in the bracket for 
connections to the Entertainment Cabinet (A) and Bar Unit (J). Use the far
inside bolt hole locations in the bracket for units 1280-D-AL  Bookcase 
w/ Lower Doors (D), Open Bookcase (E), Narrow Bookcase w/ Drawers 
(M), Curved End Open Bookcase (S). Tighten with the Allen wrench 
enclosed. 

4. Attach the top, center and bottom metal brackets to the back side of the 
Corner Connector (L) using the #10 x 1 ½" wood screws provided. Insert 
the wood screws through the metal brackets and into the pilot holes 
located on the back side of the Corner Connector (L). Tighten with a 
Phillips head screw driver.

5. Position the Corner Connector (L) near the cabinet. 

6. Align and insert the protruding bolt shafts on one side of the Corner 
Connector (L) through the corresponding holes located in the end panel 
of the cabinet. Attach a t-nut to the opposite end of the bolt and tighten 
with the Allen head wrench provided.

7. Move the adjacent cabinet into position by aligning the connecting holes 
in the end panel with the protruding bolt shafts on the other side of the 
Corner Connector. Level the cabinet front to back and side to side. Adjust
the level by turning the wrench accessed levelers located at four inside 
corners with the leveling wrench provided. Turn clockwise to raise and 
counter clockwise to lower the cabinet.

Note: The L unit does not include wrench accessed floor levelers. This unit includes 
manual levelers which must be adjusted by hand from underneath. 

8. Push/slide/maneuver the adjacent cabinet to allow the bolt shafts to come
through the corresponding holes located in the end panel. Attach a t-nut 
to the opposite end of the bolts and tighten with the Allen head wrench 
provided.



Nut

Bracket

Connecting Cabinets Ar ound an Inside Cor ner



Pocket Door Adjustment

Horizontal 
Adjustment

Screws

Depth
Adjustment

Screws

Vertical
Adjustment 

Screws
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