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Installation Instructions

9306 Modular Entertainment Cabinet




Set Up/Operation Instructions

9306 Entertainment Cabinets

9306-1-SL/ZA

9306-1/2/3-SLIZA

9306-2/3/A/B-SLIZA

9306-2/3/C/D-SL/ZA




Products

9306 Entertainment Cabinets

Left Hand Side Cabinet Right Hand Side Cabinet
Upper Bridge Unit Lower Elevision Console
Center Entertainment Cabinet

Parts Enclosures

Left and Right Hand Cabinets

9306-2/3-SL/ZA
Two: shelf glass
Sixteen: adjustable shelf support pins with sleeve
One: 60" jumper cord for connecting display lights

Upper Bridge Units

9306-A/C-SL/ZA
One black fabric back dop rolled up on a wood cleat
Instruction guide

Lower Television Consoles

9306-B-SL/ZA 9306-D-SL/ZA

One: long drawer divider Two: long drawer dividers

Two: short drawer storage stops Three: short drawer storage stops
One fabric coveed speaker panel One fabric coveed speaker panel
Support leg Support leg

Instruction guide Instruction guide

Center Entertainment Cabinet

9306-1-SL/ZA

Socket type leveling wench

Four: long drawer dividers

Six: short drawer storage stops
Instruction guide

Six: ¥4" x 20 x 50mm connecting bolts
Support leg

Tools Requir ed

5mm Allen head wrench (enclosed)
Two step ladders
Phillips head saw driver




Installing a Bridge Unit and TV Console
Between LH & RH Side Cabinets
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NOTE: INSRLLING REQUIRESTWO PEOPLE

1. Position the LH and RH Side Cabinets near a wall
with enough space between the side cabinets to
move the Bridge unit and TV Console inbetween
them. Plug the power cods from the surge sup-
pressors in each Side Cabinet and the display ligh
power cord of the RH Side Cabinet into a nearby
wall outlet.

2. Move the electrical cods from the display lights
located on top of the Side Cabinets so they hang
over the outsides of the conice molding and
don't interfere with the Bridge installation.

3. Level the Side Cabinets at this time.aking the
time to level these cabinets poperly will insure
good door alignment and function. Place a level
on the unit to check the level of the cabinet. Tt
the unit back to access the levelers located in th,
bottom of each leg. Turn the leveler clockwise to
raise the cabinet or counter clockwise to lower
the cabinet. Repeat the pocess of checking the
level and adjusting the leveler up or down until
the cabinet is level.



Installing a Bridge Unit and TV Console

Between LH & RH Side Cabinets...cont.

4. Lift the Bridge unit up and over the Side
Cabinet comice moldings. Let it est on the
tops of the Side Cabinets.

NOTE:

a. The ends of the Bridge unit should rest
in a position that does not interfere with
the display light fixtures.

b. The shelf area on the 9306-C
Bridge unit (67"W) may be removea
to create more TV height accommo
dation. To remove this shelf take
out the attachment bolts located in
the top of the cornice with the
Allen wrench provided.

Removable
Shelf Area

5. Activate the display lights between the Side
Cabinets and Bridge unit by connecting the
"female” end cord exiting the light dimmer
box (located next to conice molding of RH
Side Cabinet) to the "male" end cod
exiting the light fixture of the LH Side
Cabinet.

6. Level the TV Console at this time.aking the
time to level this cabinet poperly will insure
good door/drawer alignment and function.
Place a level on the unit to check the level of
the cabinet. Tilt the unit back to attach the
center support leg enclosed with the unit and
to access the levelers located in the bottom o
each leg. Tirn the leveler clockwise to raise th
cabinet or counter clockwise to lower the cabinet. Repeat the prcess
of checking the level and adjusting the leveler up or down until the
cabinet is level. 5




Installing a Bridge Unit and TV Console

Between LH & RH Side Cabinets...cont.

7. Move the TV Console inbetween the Side Cabinets
Plug the power cods for the surge suppessor and
infrared repeater into a nearby wall outlet.

8. Push the Side Cabinets against the sides of the
Bridge and TV Console. Make the joint line
between the units as tight as possible. If necessar
re-adjust the level of each cabinet to help close anys
unsightly gaps.

9. The "Bridge" unit includes an innovative black
fabric back diop which provides a neat, uniform
black backgound in favor of a plain wall. It comes
wrapped around a long wood rod which acts as a
hanger for the black fabric. D install:

a. Position a step ladder in font of the
installed Bridge unit.

b. Retrieve the fabric back dop, climb the
ladder to a position above the Bridge
unit.

C. Drop one fabric wrapped wood rod

down to the floor behind the Side
Cabinets and TV Console.

d. Place the other fabric wrapped wood
rods between the two rectangular
wood cleats located on the back side
of the Bridge unit.

.




Set Up Center Entertainment Cabinet
with Side Cabinets

1. The Entertainment Cabinet ships in two sections. Move the base section
near the wall and plug the power cods for the surge suppessor and
infrared repeater into a nearby wall outlet. Move the base section to it's
final position.

2. Level the base section of the Entertainment Cabinet
at this time. Taking the time to level this cabinet
properly will insure good door/drawer alignment and
function. Place a level on the unit to check the level
of the cabinet. Tilt the unit back to attach the center
support leg enclosed with the unit and to access the
levelers located in the bottom of each leg. Urn the
leveler clockwise to raise the cabinet or counter clockwise
to lower the cabinet. Repeat the pocess of checking the
level and adjusting the leveler up or down until the
cabinet is level.

3. Set the upper section of the Entertainment Cabinet on top of the base
section and align all edges. Retrieve the six ¥" x 20 x 50mm connecting
bolts (enclosed), insert them into the connecting holes located in the top
of the base unit and bottom of the upper section and tighten the bolts
with the Allen head wrench enclosed.

4. Position the Side Cabinets near the Entertainment Cabinet. Plug the
power cords from each Side Cabinet surge suppssor into the neaest
wall outlet.

5. Activate the display lights between the

Side Cabinets and Entertainment Cabinet unit
by connecting the "female" end cord exiting
the light dimmer box (located next to conice
molding of RH Side Cabinet) to the "male”
end cod exiting the light fixture of the LH
Side cabinet.

6. Level the Side Cabinets and position the side cabinets flush against the
sides of the center cabinet. Make further adjustments to the level of
the Side Cabinets to eliminate unsightly gaps between cabinets.



Center Cabinet - ONLY

The Entertainment Cabinet ships in two sections. Move the base section
near the wall and plug the power cods for the surge suppessor and
infrared repeater into a nearby wall outlet. Move the base section to it's
final position.

Level the base section of the Entertainment
Cabinet at this time. Bking the time to level
this cabinet pioperly will insure good door/
drawer alignment and function. Place a level
on the unit to check the level of the cabinet.
Tilt the unit back to attach the center support
leg enclosed with the unit and to access the
levelers located in the bottom of each leg.
Turn the leveler clockwise to raise the cabinet
or counter clockwise to lower the cabinet.
Repeat the pocess of checking the level

and adjusting the leveler up or down until
the cabinet is level.

Set the upper section of the Entertainment Cabinet on top of the base
section and align all edges. Retrieve the six ¥4" x 20 x 50mm connecting
bolts (enclosed), insert them into the connecting holes located in the top
of the base unit and bottom of the upper section and tighten the bolts
with the Allen head wrench enclosed.



Special Center Cabinet Featur es

"Multi-Flex" media storage drawer:

The Entertainment Cabinet includes one
innovative (patents pending) storage drawe
which provides flexible storage possibilities
for your DVD's, cassettes, VCR tapes etc.
The drawer interior includes two longer
adjustable dividers and thee adjustable
"stops” to keep storage items upright,
visible and in neatly organizedaws.

These dividers and "stops" have ¥lcro
edged bottoms which allow them to be
moved and re-positioned on top of a

Velcro compatible drawer bottom in a
variety of positions.

Surge Suppressor: (See picture on next page)

The Entertainment Cabinet is equipped with a surge suppssor which
helps to protect electronic equipment from damage due to abnormal
surges in electric cuent. It is located under the top of the lower cabinet
near the back. This unit includes 5 plug-inagceptacles and a co-ax cable
attachment. It is ecommended that you plug all electrical elated equip-
ment into the surge suppessor To activate: Route one end of the co-ax
cable cod through the access hole though the fixed panels above the
surge suppessor and into the back side of your T\Route the other end
of co-ax cable cod through the access hole in the back panel and into a
nearby wall outlet. Route the surge suppssor power cod through the
access hole in the back panel and plug it into a nearby wall outlet.

Infrar ed repeater ("Smart Eye")

The infrared (IR) epeater allows for the emote
control of audio/visual support components
stored behind wood doors. A emote signal
can be sent to a support component by
pointing your component hand held remote

at the signal eyelet in the middle of the
cabinet and pressing the desied control

button on the remote.




Special Center Cabinet Featur es ...cont.

Note: One end of the infrared repeater power cord must
be plugged into a nearby wall outlet. The other end must
be plugged in to the infrared repeater control box located
under the top in the center channel speaker storage area.
The infrared repeater power cord is shipped in a small
box located in the storage drawer.

INFRARED CONTROL BO

SURGE SUPPRESSOI

Electronic support components may be placed on the
storage shelves located behind the doors. Plug component
power cords into the surge suppressor located on the
lower back panel. Route cords that must interface with

the TV up through the access holes in the back panel.
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Special Side Cabinet Featur es

Display Lights:

Each Side Cabinet is equipped with a canister style display light which is
located in the top comice. These lights a simultaneously activated by
touching the top door hinge of the RH Side Cabinet. Wo additional
touches of the hinge will increase light intensity A third touch will shut

the lights off.

Special Bridge Featur es

=

The "bridge" unit includes an innovative black fabric back dop which
provides a neat, uniform black backgound in favor of a plain wall
background.

Special TV Console Features

Center Channel Speaker Accommodation:

The TV Console is equipped with intehangeable faux drawer or speaker
cloth center panels. It comes with the faux drawer panel in placeoT
remove the faux drawer panel:

a. Open the LH and RH doors.

b. Remove the sew located in the
inside end panels that holds the faux
drawer panel in place during transit.

C. Grasp the knob on the faux drawer
panel and pull the panel straight of
the case.

d. Place the center channel speaker int

the cavity Route the speaker cais
through the access holes in the back.

e. Locate the optional speaker cloth
panel (enclosed). Note thex are two
roller catches that hold the panel in
place on the cabinet. Align the male
portions of these catches located on
the back side of the panel with the
female portions of the catches locat-
ed inside the case. Once aligned pus!
the panel into the catch positions.
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Special TV Console Features

"Multi-Flex" media storage drawers:

Innovative (patents pending) media storage
drawers provide flexible storage possibilities
for your DVD's, cassettes, VCR tapes etc. Thé
drawer interior includes two adjustable divider
and three adjustable "stops" to keep storage
items upright, visible and in neatly organized
rows. These dividers and "stops" have #cro
edged bottoms which allow them to be moved
and re-positioned on top of a \elcro compati-
ble drawer bottom in a variety of positions.

Infrar ed repeater ("Smart Eye")

The infrared (IR) epeater allows for the emote

control of audio/visual support components

stored behind wood doors. A emote signal

can be sent to a support component by point-

ing your component hand held emote at the

signal eyelet in the middle of the cabinet and

pressing the desied control button on the remote. Note: One end of the
infrared repeater power cod must be plugged into a nearby wall

outlet. The other end must be plugged in to the infraed repeater contiol
box located under the top in the center channel speaker storage ea .
The infrared repeater power cod is shipped in a small box located in the
storage drawer

Surge Suppressor:

The TV Console is equipped

with a surge suppessor which

helps to protect electronic

equipment from damage due to

abnormal surges in electric cur

rent. It is located under the top

on the face of the back panel.

This unit includes 5 plug-in

receptacles and a co-ax cable
attachment. It is ecommended

that you plug all electrical elated equipment into the surge suppessor
To activate: Route one end of the co-ax cable cdrthrough the access
hole in the back panel and into the back side of your T\Route the other
end of co-ax cable cod through the access hole in the back panel and
into a nearby wall outlet. Route the surge suppssor power cod through
the access hole in the back panel and plug it into a nearby wall outlet.
Route cods that must interface with the TV up though the access holes
in the back panel and into the back side of the TV
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