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Step 1

Attaching Side Cabinets to the Center Cabinet

Place the center cabinet near &' final destination.

Locate the surge suppessor power cod and co-ax cable cod behind the lower doors
of the center cabinet. Feed these cals through the outlet hole in the back panel.
Plug the power cod into a nearby wall outlet and one end of the co-ax cable into a
nearby cable TV wall outlet.

Locate the power cod plug for the display lights attached to the back edge of the RH
facing center cabinet end panel. Plug this power cakinto a nearby electrical outlet.

Slide the center cabinet into it final resting place and level the cabinet fint to back
and side to side by utilizing the wench accessed levelers located inside the door cavi
ties at four comers and a center point.

Align the side cabinets next to the center cabinet. Level the side cabinet®fit to
back and side to side by utilizing the wench accessed levelers located inside the
drawer cavities at four coners. Remove the lower drawer prior to leveling.dremove
the drawer: face the drawer and flip the left side tab up and the right side tab down
then pull.

Insert 3 Allen head bolts (povided) through the 3 attachment holes in the end panels
of the side and center cabinets. Attach a Allen head nut (mvided) to the opposite
end of the bolts and tighten with the Allen head wrench (provided.)

Step 2

Connecting Cabinet to Cabinet Display Lights

Once the center and side cabinets arconnected to each other and in their final
position against the wall etrieve a step ladder to access the back edge of the top.
Position the step ladder in font near the point where a side cabinet meets the center
cabinet.

Retrieve the 60 inch long “jumper cable” (enclosed in the RH side cabinet drawer).
Place the ends of the “jumper cable” into the wire management clips located behind
the top at both ends of the center cabinet.
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Connect one end of the “jumper cable” to the end of the ~ COWECTION ) CABLE CONNE
light cord exiting the top back edge of the RH side cabinet.
Connect the other end of the “Jumper Cable” to the end of
the light cord exiting the back of the LH cabinet.

/[

//

CABLE CONNECTION

TOUCH PLATE

= /) =
LIGHT TO JUMPER g
‘ CABLE CONNECTION
LIGHT TO JUMPER §
(LOCATED IN FRONT H
g OF CENTER CAB.)

BACK SIDE OF CASE

OUTLET PLUG

The display lights a touch activated. D activate touch the small brass plate located
behind the RH pilaster of the center cabinet.duch once to turn the lights on, touch
a second and thid time to increase light intensity A fourth touch will tur n the lights
off. Repeat this ppcess to e-activate the display lights.



