
Lift-Top  TV Cabinet 

Installation Instructions



Tools Required:  
Allen wrench (provided)
Level
Phillips head screw driver

Assembly/Operation instructions for the 9720-1-CA  
Lift-Top  TV Cabinet and 9720-2/3-CA Side Cabinets

9720-2/3-CA Parts Enclosed:  

· 3 glass panels for inserting   
 into wood framed shelves.

· 6' long connecting wire.

9720-1-CA Parts Enclosed:  
· Lower Lift-Top TV Cabinet.

· Upper Storage Cabinet. 

· 4 mending plate attachment  
 screws for connecting base    
 to deck. 

· 3 glass panels for inserting   
 into wood framed shelves   
 of deck unit.

Product:
9720-1-CA lower pop-up TV cabinet 
9720-1-CA upper storage cabinet
9720-2-CA Left side cabinet
9720-3-CA Right side cabinet

 

1

Positioning the Lower Lift-Top TV Cabinet and Upper Storage Cabinet:

Set the lower Lift-Top TV cabinet in an approximate preferred location near 
the wall. Leave room to access the rear of the cabinet.

2

Locate the four  ̄oor levelers under each corner of the base and level the 
cabinet by turning each leveler foot by hand. Turn clockwise to lower and 
counter clockwise to raise the cabinet. Level the cabinet left to right and 
front to back. 

3

With at least two people,  lift and position the upper storage cabinet on 
top of the lower pop-up TV cabinet. 

Leveler

 

Set-up & Operation of the 9720-1-CA Lower Lift-Top
TV Cabinet & Upper Storage Deck 



4

From the lower RH backside of the lift-top TV cabinet locate two 
electrical cords with plug ends. One of these cords is for powering the 
lift-up TV mechanism and the other is for powering the display lights located 
in the cornice of the upper storage cabinet. Plug these cords 
into a nearby wall outlet.

5

Secure the ªmending platesº to the Upper Storage Cabinet and Lower lift-top 
TV Cabinet. This is a safety feature designed to prevent the upper cabinet 
from accidently falling forward. 

6 Install the glass panel provided into the wood frame shelves.

Installation of Mending Plates
1. Loosen screw at position ªAº
2. Rotate plate 90 degrees to position ªBº
3. Insert screw at position ªBº
    (Note: screws enclosed)

 

Set-up & Operation of the 9720-1-CA Lower Lift-Top
TV Cabinet & Upper Storage Deck ...cont.

1

Display lights are located in the cornice of the upper storage cabinet and 
side cabinets.

2

Grasp the ªmaleº end of light power 
cord which exits the cornice area of 
the upper storage cabinet and insert 
it into the corresponding ªfemaleº 
ended cord located in the lower RH 
backside of the pop-up TV cabinet.  

Note: this ªfemaleº ended cord is 
connected to the corresponding 
cord exiting the bottom of the  auto-
matic light switch located below the 
top of the lowerlift-top  TV cabinet at 
the far left hand facing side.

See Diagram on page 6

powercord from cornice area

automatic light switch

 

Note: Cords placed in 
lower right-hand corner.

Activating the Upper Storage Cabinet Display Lighting



Manually turn the display lights on by simply touching the metal plate 
located behind the RH Upper Storage cabinet post column. Touch this plate 
three times for increasing light intensity. A forth touch will manually shut the 
lights off. Re-trace, check connections and adjust where necessary if lights 
don't activate.

3

2

 

Top View

Activating the Upper Storage Cabinet Display Lighting
-continued-

In addition: The automatic light switch located below the top of the lower lift-
top TV cabinet at the far left hand facing side is designed to turn the display 
lights off automatically when the TV lift raises the TV. Once the TV 
is lowered back into the cabinet, the lights will automatically turn back on. 
You may change the setting of the display lights by simply touching the 
activation plate located behind the RH column again.   

4

Note: If optional 9720-2/3-CA side cabinets are included follow this additional step:

Retrieve the 6' long connecting cord enclosed in the RH side cabinet. 
Connect one end to the electrical cord which exits the rear cornice of the 
LH side cabinet and the other end to the electrical cord that exists the RH 
side cabinet cornice.

5

Note: the top panels of all cabinets can be removed by taking out the screws 
securing the top panel to the case. This must be done for light bulb replacement. 
Contact Furnlight at 704-538-3193 or www.furnlite.com for bulb replacements.

automatic light switch

 

Top View



Remove the top and base side moldings of the lower lift-top TV cabinet by 
simply gripping them ® rmly and pulling them straight off the cabinet.

1

Move the LH and RH side cabinets near 
the lower lift-top TV cabinet and upper 
storage cabinet. Leave room to access 
the rear of the cabinet. 

2

Install any desired electronic support 
components (ie: DVD players, tuners 
etc.) behind the doors at this time. 

Route the power cords through the 
back panel access located in the 
upper corners of the door cabinet 
interior and . . .

. . .over to the rear opening of the lower 
lift-top TV cabinet.

3

8

Positioning the Optional Side Cabinets against
the Lower lift-top TV Cabinet:

Route equipment wires from the side 
cabinets to the TV by placing them thru 
the access hole in the lower back rail. 

Next insert the equipment wires inside 
the plastic ªwire cage channelº that runs 
from the base rail of the lower pop-up 
TV cabinet to the top of the TV 
mechanism platform.

4

Slide the lower pop-up TV cabinet and upper storage cabinet back to the 
wall. Check the level of these cabinet and re-level if necessary. Tilt or raise 
the cabinets slightly to access levelers.

Slide the LH/RH side cabinets to the wall and push them  ̄ush up against 
the sides of the lower lift-top TV cabinet. 

5

6

Locate the four leveler access holes of the side cabinets located in the base 
panel (one in each corner) behind the doors. Level each side cabinet by 
inserting the leveler wrench provided and attach it to the top of the leveling 
stem. Turn wrench clockwise to raise and counter clockwise to lower the 
cabinet. Level the cabinet left to right and front to back to eliminate 
any remaining gaps between the center units and the side cabinets. 

7

Install the glass panels provided into the wood frame shelves.8

9

wire cage channel



  

Flat Panel TV Installation Flat Panel TV Installation...continued

Adjust the vertical Bar to the appropriate height of your TV's mounting holes 
using the supplied Lug Wrench.

Adjust Push Arm so that it is 1/2º higher than you rTV height.

1

2 



Place TV onto Platform and hold  ̄ush against Mounting Bracket

3

Flat Panel TV Installation...continued

5

Flat Panel TV Installation...continued

Using one small Plastic Washer, one Plastic Cap, and one Philips Bolt attach 
right side of TV to the Mounting Bracket. Repeat the same step for the left side.

4



5

Flat Panel TV Installation...continued

Adjust the Lower Limit Switch to the exact height of your television.
Follow the steps as below:
 
 Raise the lift up
 Measure the height of your TV
 Add 1/2º to that dimension
 Using a Philps head screwdriver. loosen the screw slightly and raise  
 the Limit Switch to the dimension you calculate for your TV hieight.

1
 The TV lift mechanism operates on either radio frequency which is activated 
by the enclosed hand held remote or an infrared system which is activated 
with your TV's hand held remote. Reference the previous section in this 
instruction manuel titled ªFlat Panel TV Installationº for more details. 

2

TV PLUG-IN OPTIONS

TV Lift Mechanism

To turn your TV on/off while raising it up and down by infrared control: Plug 
the TV power cord into the outlet labeled ªCircuit Sensingº located on top of 
the mechanism box. To turn the TV on while raising it up AIM YOUR TV REMOTE 
CONTROL at the electronic eyelet located at the front of the cabinet and press 
the power button ªonº. To lower the TV back down inside the cabinet aim your 
TV remote control at the electronic eyelet located at the front of the cabinet 
and press the power button ªoffº. 

NOTE: The power cord for the infrared remote control receiver box positioned under the 
center/rear section of the pop-up TV cabinet top must be plugged into the outlet labeled 
ª18 VDC OUTPUTº located on the side of the black manuel on/off control box located on 
the upper right hand face of the back panel underneath the top of the cabinet. 

To raise and lower your TV without affecting the on/off power to the TV: Plug 
the TV power cord into the outlet labeled ªSwitched Outletº located on top of 
the mechanism box. To raise the TV up using the radio frequency hand held 
REMOTE SUPPLIED WITH THE CABINET press the ªupº arrow. Turn the TV on 
by pressing the power button on the TV's hand held remote. To lower the TV 
back down inside the cabinet press the ªdownº arrow on the radio frequency 
hand held remote supplied with the cabinet. Turn the TV off by pressing the 
power button on the TV's hand held remote. There is also a ªstopº selection 
in-between the up and down arrows which will stop the mechanism during 
it's raising or lowering cycle.  

ON-OFF CONTROL BOXSIDE VIEW OF ON-OFF                      
CONTROL BOX

Note: Each cabinet is shipped with it's own unique radio 
frequency hand held remote. If this remote is lost and 
needs replacement Contact Furnlite at 704-538-3193 or 
www.furnlite.com.  Reference the remote control 
replacement code number located on the side of the 
black manuel on/off control box located on the upper 
right hand face of the back panel underneath the top 
of the cabinet prior to contacting Furnlite. 



The top of the cabinet is hinged and will automatically rise or lower with the 
operation of the lift mechanism.4

lift mechanism also includes an important safety device which operates inde-
pendently of the hand held remote. It can be operated with a manual switch 
box located under the lift up cabinet top at the right rear position.  (Note, 
photo of ªon-off Control Box)

4

This manual switch box includes two toggle controls. The toggle on the right 
controls the raising or lowering of the mechanism. Simply push the toggle at 
the position labeled ªupº and the lift will rise. Push the toggle labeled ªdownº and 
the lift will go down. The toggle on the right simply turns the mechanism off in 
the midst of a raising or lowering cycle. Note the left hand toggle must be ªonº 
for the mechanism to operate.

5

TV Lift Mechanism...continued

The manual switch box can be ac-
cessed by simply lifting the hinged 
cabinet top by grasping the recessed 
ring pull located at the top front 
edge of the cabinet.  

TURN LIFT COMPLETELY ON OR OFF HEREMANUAL RAISING / LOWERING OF TV LIFT
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