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Installation Instructions

1873 Modular Home Office




INDIVIDUAL PRODUCTS AND ENCLOSURE

Corner Desk (C)

One: 5mm Allen wrench

Twelve: Allen head connecting bolts, 1/4”
diameter x 35mm long

One: Rear support leg

Two: Side frame supports

Two: Back stetchers

Four:  #10 x 3" wood screws

Freestanding/Peninsula Desk (D)

One: 5mm Allen wrench

Eight:  Allen head connecting bolts, 1/4”
diameter x 35mm long

Twelve: Back stetchers

Two: #10 x 3" wood screws

Straight W ork Surface (E)

One: 5mm Allen wrench

Eight:  Allen head connecting bolts, 1/4”
diameter x 35mm long

Two: #10 x 3" wood screws

Upper Deck Unit (J)

One: Attachable anti-tip metal safety
bracket

Two: #6 x 5/8”" long screws to attach
metal safety bracket

Two: #8 x 5/8” truss head scews for
mending plate

Upper Cor ner Deck Unit (L)

Two: #8 x 5/8” truss head scews for
mending plate




Equipment Storage Cabinet (N)

None: Parts Included for Assembly

Lower Drawer Storage/File (P)

None: Parts Included for Assembly

Upper Storage Deck (X)

One: Attachable anti-tip metal safety
bracket

Two: #6 x 5/8" long screws to attach
metal safety bracket

Two: #8 x 5/8” truss head scews for
mending plate

Tools Requir ed

5 mm Allen Wrench - Enclosed
Level
Step Ladder (for attaching mending plates between deck units)

PLEASE NOTE THAT A MINIMUM OF TWO PEOPLE ARE
REQUIRED TO ASSEMBLE THIS PRODUCT



IMPORTANT POINTS TO REMEMBER

Preliminary Assembly Considerations

1. Two people are required to set up most of Slighs modular home ofice
configurations.

2. If your home office configuration includes a Coner
Desk (C), begin your assembly pcess by placing it
in the corner of the space and poceed with the Start Here

Corner Desk (C) being the first connection point.

If your home office configuration stretches along a
straight wall, begin with the unit that will be flush | Q !
Start Here

against the adjoining wall.

3. Determine the level of your floor befoe installing fumiture. You must
compensate for a low point in the floor at the beginning of your installa-
tion by extending the level adjusters in the bases of lower units outwer
Ther is a total of 1" of adjustment. See Point #4 also.

4. Be sue to level each unit utilizing the leveler
adjusters at the bottom of each unit and end
panel. Do this after each unit is positioned.

DO NOT wait until the entire home office
configuration is assembled and in posi-
tion. This step is easier with two people.




1873 Assembly Instructions

Assembling the bases of the Cor ner Desk (C), Peninsula Desk
(D) and Straight W ork Surface (E) to the desk top surface

The tops of the C, D and E units a shipped dis-assembled. Lay the tops of these
units upside down on a blanket or soft carpet and follow the diagrams below for

assembling these units. Use the 5mm Allen vench provided for tightening the leg
assemblies to the top frame.

Corner Desk (C)
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1873 Assembly Instructions...cont.

Peninsula Desk (D)

#10X3" WOOD SCREWS

LEG ASSEMB/ BACK STRETCHERS

71/4—20X35mm BOLT

THREADED INSERS
ON INSIDE OF LEG

LEG ASSEMBY ASSEMBLY



Assembly Instructions...cont.

Note: For the Cor ner Desk (C) Only: Attach r ear support leg
as follows:

1. With the drawer removed, lay
the Comner Desk (C) on the
floor upside down and position
the back support leg in place.
Make sure that the support
leg is flush against the
stabilizer rails.

Y

2. Select four 35mm connecting
bolts. Insert the bolts though
the four holes provided on the
back side of the leg support and
tighten with the 5mm Allen
wrench enclosed.




Assembly Instructions...cont.

Setting an Upper Unit (J, L, X) on T op of a Lower Unit

Upper units include a special safety bracket attachment which helpseyrent the
unit from potentially tipping forward and falling to the floor. This is attached as
follows:

1. Select attachment bracket and two
#6 x 5/8” long screws.

2. Lay Upper Unit down on its side

(on carpet or a potective blanket)
and attach bracket with scews \
provided.

Locate these s@ws into
the appropriate pre-bored holes.

Leave 1-1/8" to 1-1/4” space

between the end of the bracket and
the bottom edge of the upper back
panel. >

PLEASE NOTE: Although there are
two sets of pre-bored holes, only O < —_— O
one bracket is attached. There are

two sets of pre-bored holes to give Tbracketis located [T bracket is located
you a right or left location option — jeie.Siae Upper unit Poe{ﬁ’esl',-gﬁ#pper unit

for the safety bracket.

3. Using two people, lift the Upper Unit on top of
the lower unit in a manner that allows the safety
bracket to drop down through the wire access
hole located in the back edge of the top of the

lower cabinet unit. Lift upper unit
onto lower unit

4. Slide the Upper Deck Unit over to the point
where it is centeed on the Lower Unit. The
safety bracket will now be in a position to

prevent the upper unit from tipping forward. Slide unit Svar and

match up end panels



Assembly Instructions...cont.

Mending T wo Upper Units T ogether

1. Using two people lift the upper units into
position on top of the lower units.

2. Align the sides and tops of adjacent units.

3. Using a ladder to each the top of the
upper units, loosen the pe-attached
mending plate and re-position it so that
it bridges the adjacent unit. Insert two
#8 x 5/8” truss head scews through the
bracket holes and tighten using a Phillips
head scew driver.



Special Features

Electrical

Surge Suppressor

A surge suppessor is standat equipment
for the Corner Desk (C) and Straight Wrk
Surface (E). It includes two phone jacks
and five electrical plug-in eceptacles for a
computer and/or other electrical desktop
equipment. A remote on/off switch is
conveniently located in each unit. It tuns Q
all of the equipment plugged into the
surge suppessor on or of at the same
time. The surge suppessor serves as
limited protection in the event of a surge
in voltage.

Power Trouble Shooting Guide:

10

1. Verify the master on/of switch is in the on position.
2. Press the eset button.
3. Verify that the power cord is secuely plugged into

the wall outlet.

Phone/Fax Trouble Shooting Guide:

Ther are two independent phone lines povided. Each equires its own
wall jack. If you only have one wall jack available, only one phone jack
can be used.

Wire Management Clips

Black wie management clips ae located at strategic
points under the top surfaces and back sides of all
lower units. These ae intended to help you organize
and position equipment wires so they ae not visible.



Special Features...cont.

Cable Tension Bracket

The Comner Desk (C) and Straight Wrk Surface (E) units include a
Cable Ension Bracket which is designed to keep a computer keybadr
cable taught and prevent it from bunching up between the drawer
back and interior rear support rails. Follow these steps to install a
computer keyboad:

a.
b.

Extend flip down center drawer and place keyboat inside.

Pull the keyboad cable through the access hole povided in
the back of the drawer.

Push the cable tension bracket down
firmly over the coil of the keyboad
cable so it slightly pinches it against
the edge of the drawer back. You
may have to loosen the s@w holding
the bracket in place slightly prior to
moving the bracket.

Insert the end of the keyboad cable
through the next hole provided in
the interior cross rail and pull it far
enough to take up the slack in the
cable.

Push the cable tension bracket
located on the interior cross rail
down on the keyboard cable so it5
slightly pinched against the edge of
the rail.

Wire Management Access Holes

a.

The Comer Deck (L) unit is equipped
with wire management access holes
in the inside upright panels.

The top back surface of all upper
and lower units include a convenient
wire management access hole that
allows you to route equipment wires
underneath your furniture without
having to pull your furniture away

from the wall. H



Special Features

Flip-Down Drawer Fr onts

1.

Flip down drawer fronts are included
on the Corner Desk (C) and Straight
Work Surface (E) units to accommo-
date computer keyboads. The back
side of these drawer fonts incorpo-
rate an ergonomically shaped palm
rest which makes keypunching mos
comfortable. Lower the drawer fiont
by simply pushing down on the metal
tab of the “r ooster catch”.

PLEASE NOTE: The drawer will
hold itself in position when fully
extended. This is more suitable for
keypunching.

Adjustable Shelving

1.

12

Adjustable shelves ar included with
some units. They a& shipped with
the shelves secuad in place. D
relocate them, emove the scew
from the shelf pin located on the
underside of the shelf. Place shelf
pins in desied hole locations and
install the shelf to iest on top of the
shelf pins. Some shelf pins may
need a slight tap with a hammer to
be fully installed. Most can be tuned
in by hand.
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